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FOUND NEW FIRMWARE
VERSION:0.01.06
WOULD YOU LIKE TO UPGRADE?
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UPDATING...

PLEASE WAIT...
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—. M App Store 2#& Google Play T CRMX TOOLBOX,

Z. FHITHES, T CRMX Toolbox APP, ZUATEEHAFAREME.

= “Connect Device” —>&##ZEEWM “TimoTwo”, = “TimoTwo” —>g2d “Connect Device”

->m# “UPDATE FIRMWARE”,

CRMX Toolbox

TLQ'\OT . al

€ Connect Device

About

Device Options

Connect Deyice

Identify Device

TimoTwo
Firmware version: 1.0.1.0
Mode: RX
DMX Hold: Off
Universe Color: @ Green

CANCEL

UPDATE FIXMWARE

=, HAARRE, SRIRHMEHRES 1.0.5.0, mF “START UPDATE” FHaFHR, AHRTHmit, BRS

s “Success” 12RHE, =i “OK” SERIR(E,

€  Change Log &  Update Firmware

Changes to 1.0.5.0

- Device label register can now be read/
written.

- Fixed issue where som transmitters could
appear as clones - note: this may require
relinking receivers after updating

Changes to 1.0.4.0
- Fixed a case where some transmitters at
high output power caused a high packet loss.

- Fixed a bug with DMX streams with higher
refresh rates than 200Hz.

- Fired intermittent reboot issue when using
DMX¥gom BLE in TX mode

- Added §eneric RX/TX service, allowing for
BLE to colymunicate with SPl interface

The connectdd device will restart once
the update is cgmplete.

START UPDATE

Transferring latest firmware to "TimoTwo'...

Estimated time left: 00:08:59

CANCEL UPDATE

M. MHERFREY, BEE2MITR, JFHITHK.

Success!

Firmware was successfully
updated to version 1.0.5.1.
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