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1. Feature

* Great for creating a custom Network Attached Storage appliance.

* Support PPPoE.

*Under Ethernet environment, it supports one 1000/100/10Mbps Ethernet port.

* Support Samba server for up to 16 concurrent clients.

* Support FTP server for up to 16 concurrent users.

*User management to allow read only or read/write access to folders.

* Administrative management access via web browser with password security.

* Support smart phone/Pad visit device with WIFI, easy to share music/photo/video
to user.

*Available for 3.5” SATAHDD

* Support USB3.0 transfer rates max up to 5Gb/sec

*LCD panel display internal operating temperature

* LCD panel display cooling fan speed

* Overheating alarm pre-set setting temperature(60°C+/-5%)

*The warning buzzer will emit a continuous beeping sound for 15 seconds if
the internal temperature exceeds this level

*The fan speed change follow the temperature

* Drive enclosure made of aluminum alloy good for heat dissipation

System require:

WindowsXP/Vista/7/8; Mac OS 10.8 above, Linux (Samba 3.X above) (PC)
Browers: Explorer 9.0 above(PC)
Smart phone/Pad: Browers or APP(WIFI)

2. Hardware
2.1 Take alook to the NAS device

Power LED
HDD Activity

Temperature
Fan speed

LCD Panel

Cooling Fan




The USB2.0 Host port available to connect other USB device, Connect the WIFI dongle

such USB WIFI dongle as U-disk, external enclosure,USB which attached in product,
HUB...If using such USB device, please connect the device to user could connect the Nas
the Host USB Port directly or by USB cable,for Udisk, 2.5” device throulgh WIFL, itis
external enclosure, they can work without power supply, if for very convenient to share

3.5” or 5.25” external device, will need extra power supply. photo/music/video to play.

Giga LAN Port

USB2.0 Host Port
Reset Button

USB3.0 Port

Power Switch

12V DC Jack

Reset Button: Press over
10 seconds restore to
original default setting

Note: when use the
button to reset device,
please turn off the power
of the device, and press
the button don’t release,
then turn on the power of
the device and keep
pressing the button over
10 seconds.

2.2 Install 3.5” SATAHDD in this enclosure
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. Remove the screws from the back-cover

. Take out the back-cover

. Slide the metal bracket with PCB out carefully

. Connet the SATA power cable and data cable with HDD properly

. Place the SATAHDD on the metal bracket carefully, please don’t damage the

cable or connector

. Fixthe HDD with screws from mounting hole
. Slide the metal bracket with HDD back into the aluminum case
. Fix the rear panel with screws




3.5” SATAHDD

SATA Data Cable

SATA Power Cable

2.3 Accessories

.One USB3.0 cable

.One 1000M LAN cable

. One Utility Installation CD
. One user’s manual

.One 12V DC Adapter
.One WIFI Dongle

. One screw package
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2.4 Temperature controller function

Paste the temperature inductor on the center of the HDD to activate temperature
display. In order to ensure HDD work fine and prevent data loss, the operating
temperature range is pre-set as 60°C+/-5%. The warning buzzer will emit a
continuous beeping sound for 15 seconds if the internal temperature exceeds this
level. When this occurs, please have your HDD to cool down before continuing
operation.




3. System install and using

3.1 Quick setup wizard

1. Please make sure your computer supports the JAVA environment. If not, you can

go to http://java.com to download and install the JAVA software.

Lo 32-bit Java for Windows Internet Explorer
e Recommended Version 6 Update 26 (flesize: - 11 MB)

» Remave Older Versions

» Qther Help

Agree and Start Free
Windows 64.bit Users Download

Doyou use both 32-bit and

64-bit browsers? .

>Leammore.. ofthe end user
license agreement

Al Java Downloads

Ifyou want to downioad Notthe right operating system? See all Java downloads here
Java for another computer
, click

the link below.
AllJava Downloads System Requirements

« Windows 7

o Vista

 Windows XP12000

© Windows Server 2008
 Windows Server 2003

~delde51035

2. Download free java drive to desktop, double click it to run file

Java Setup - Welcome

Welcome to Java™

Java provides safe and secure access to the world of amazing Java content.
From business solutions to helpful utilities and entertainment, Java makes
your intemet experience come to life.

Note: No personal information is gathered as part of our install process.
Click here for more information on what we do collect.

Click Install to accept the license agreement and install Java now.

I™ Change destination folder Cancel Install >

3. Click [Install] to continue




Java Setup - Progress

3 Billion Devices Run Java

4. Click [Close] to finish installation

Java Setup - Complete

+/ You have successfully installed Java

Java updates will automatically be downloaded to provide you with the
latest features and security improvements.

To change this, see http:/fjava.com/autoupdate

5. Insertthe included CD Driver, Open the Server Search Tool of utility
program [Discovernas] and click Search Next to search the NAS from
your network environment, and then click [Connect] into login screen.

6. Please enter default username: admin and password: 12345




| Login Form

NaS cortrol

The original password 12345 is default password, suggest manager to modify
the password.

3.2 Parameter setting

3.2.1 Hard disk drive utility
Before you install the hard disk drive, please check the detail as below:

A. The device could support FAT/NTFS style, if your disk drive has be
formatted, you could install it and use it directly.

B. Ifitis a new disk drive, you must to format it at first. please follow the step:
[Tool]--[Default setting]--[Format disk drive]

C. And you could install the new disk drive into device, and connect the device with
USB cable to PC, and format the disk drive, then connect it to network.

O Restore to factory default settings
(The entire system will be restored to default, but all user data is preserved.)

@® Format the hard disk
(Al user data will be deleted.)

0Ok

Warning: Format hard disk drive will delete all data in disk, so please check
and backup all data before you format it.




When fihish format, there will display a window [Format disk successfully!]

Microsoft Internet Explorer E|

i | : Format disk successfully!

3.2.2 Quick setting

Click # icon then you could enter quick setting window. use this option the
manager can quick to create user, and create share folder, could shard such as
Music/Photo/Video and other folder to all user. if want to set advanced setting,
please enter [Advanced setting]

=g

QUICK

SETTING
Service & User
ﬂ

Click this # icon, the guide will jump a window, you could select Samba/
WebDAV/FTP/UPNP and other service, just slide to [ON] position.

. - Support [ K
N iTunes Client »

DLNAIUPP Service

F'?E q] UPn:’ Bittorrent




Click [User], manager could add or delete user. the [admin] is default existing
account, can’t be deleted.

[ 192.168.1.56jwebman/setting.php

m L

+ Create @ Delete  *The black color has read and write permissions, orange color only read access.

Name Share Folder

admin music photo video, ‘

Click [Create], enter the new user account and password, then click ok to add
one user.

G T I
|

+ Create @ Delete  * The black color has read and write permissions, orange color only read access.

| !

* Fields are required.

Account (%)

sunny

Password (%)

Confirm Password (%)

Share Folder o

Folder Read Read/Write |
music [
photo | ,
video |

Apply Cancel
Y

When finish, the new user account will display in the account list.

+ Create @ Delete ™ The black color has read and write permissions, erange color only read access.

Name Share Folder
admin music photo video, ‘

| sunny ! music photo video, ‘




3.3 System advanced setting

Back up to the main page, click U icon to enter advanced setting.

SETTING |
System setting ﬁ |
I :';L"

3.3.1 System information

Enter the advanced setting window, there will disappear the name of the device,
and IP/Mac address information.

A\ D2

System Information

Host Name & Configure
Ttem Value

Host Name nas1203

Network Interface & Configure
tem Value

Mode dhep

P address. 192.168.1.56

Subnet Mask 2552552550

Gateway 192.168.1.1

DNS Server 1 2029612886

DNS Server2 2029613433

Remote Control & Configure
Item Value

Enable no

Remote UID AABBE52233.CE

PN 24069

WiFi Setting & Configure
Item Value

58D IM1203AP-27587 |

WiFi Password |

PPPOE State = Configure

10




If you want to change the name of the device, click [Host name], then click
[Configure], so you can modify the name that you want.

System Information

Host Name & Configure

| Value

o e ] ‘
Al form field d

Network Interface ormnie|Ce scsrequlr & Configure

|
Mode

IP address
Subnet Mask
Gateway

nas1203|
dhep

192.168.1.56
255.266.255.0
192.168.1.1

Apply  Cancel

N\

Click [Network] enter the window, it will disappear all the information. If you
use dynamic IP, the router will automatically sign one IP address for you.

Network Interface

w Configure

| Item

Mode

;IP address

|Subnet Mask 255.255.255.0
|Gateway 1192.188.1.1
|DNS Server 1 120296.128.86
|DNS Server 2 120296.134.33

Value

= R —
192.168.1.56

| DHcP Fixed IP

Apply Cancel -

4

If you use static IP address, please select [Fixed IP], then fill the parameter in it.

Network Interface

Network Interface x @ Configure

T, oice ([ e | ——

Item

Mode ohen IP address

IP address 192.168.1.56 192.168.1.56

Subnet Mask 255.255.255.0

Gateway 192.168.1.1 Subnet Mask

DNS Server 1 202.96.128.86 255.255.255.0

DNS Server 2 202.96.134.33 Gaicway
192.168.1.1

Remote Control DNS Server 1

ZRBRE

Item
Enable
Remte UID
PIN

DNS Server 2
no 20296.134.33
AABB552233.CE
24069 j

# Configure

Apply Cancel




If you want to use remote connection, please select [Remote connection]--

[Configure], and tap [Enable], then system will appear the MAC address.

Remote Control x

Remote Control » Configure
All form fields are required.

—

I Item Enable |
|Enable {7 Remote UID
‘Remme uiD ‘AA.BB.55.22.I'K.CE AABB552233.CE
PIN 24069

PIN il

24069
WiFi Setting # Configure
—————— wopty | concet T
‘ Item & |

1

When finish, there will appear [Yes] and MAC address.

Remote Control # Configure
Item Value

Enable yes [

Remote UID AABB:55:22:33:CE

PIN 24069

[PPOE Setting]
If you want to use internet connection function, such as BT download, please fill
your PPOE account information. click [Setting] then fill the PPOE account and

password.

PPPOE State x
WiFi Setting # Configure
C ... —

Item
3SID M PPPOE Account
WiFi Password 12 | 6285461
PPPOE Password
PPPOE State | | T o Configure

am Apply Cancel

4
7
Enable no - |




3.3.2 System service

In this option, you could select the different function, slide to [ON] to open and
slide to [OFF] to close.

FTP Service iTunes Service

— & o Support & o
? iTunes Client ?

@dina m
UPnP Bittorrent

F’J‘B




3.3.3 Create user account

Manager could create many user account, set the account name and password

for different user. and manager could set the different user access with only read or
read/write.

Click [Create] and key in the user account and password, then create one new
user account.

+ Create = Delete |~ Edit |*The black colo " Fields are required

R ... '

M mike Add new user account
admin music pheto video,
sunny music photo video, Eseswordi()

Add new user password

Confirm Password ()

Repeat confirm password

Choose the read or read-write

Folder Read/Write]

music o authority of each folder and
photo m] [ authorited to the new user.
video =) )

If only choose the read, that
the user only can read the
material of this folder and
cannot write in.

Apply  Cancel

3.3.4 Create share folder

Click [Share folder], the manager could create or delete share folder, all the the
folder will share to all users.

Click [Create] then fill in the share folder name such as [Engineer], then tap [ok],
so one new share folder [Engineer] has created.

A B
m Share Folder

+ Create @ Delete *The gray color as the default share folder, it cant be removed.
+ Create @ Delete  *The gray color as the default share folder, it cant be removed Share Folder
N ) Folder Name
TestReport * Fields are required. TestReport
music engineer T 3
i Foldername () s All the folders which displayed here
nusic g
Y ol — will shares to the all users.

_ ey ence! ;

Manager [admin] could create many share folders or delete the share folder. but
the default existing share folder [Music]/[Photo]/[Video] can not be delete.




When finish, the window will appear all user account and the share folder for
different user. the orange color folder means that the user only access with read,
and black color folder means the user can access with read/write.

/\."u' )

-

User | Share Folder

+ Create @ Delete # Edit  *The black color has read and write permissions, erange color only read access.

Name Share Folder

admin music photo video,

mike TestReport engineer,music photo video,

TeiRepor engineer,music,photo video, |

ED

If the manager want to modify the user’s password or modify the access with read
only or read/write, please select the user account, then click [Edit]. in the following
window, manager could modify password or read only or read/write for different
share folder.

Such the picture as below, manager modify all share folder just as [Read] only for
sunny.

User Share Folder I

* Fields are required

+ Create @ Delete # Edit  *The black c(

. |
sunny
Name "
i e A Me: Password () Resume input and
sunny music photo vidso, change the password
mike music photo video,

Share Folder

Folder

=
@

ad  Read/Write|
]

TestReport

You can also change
the authority of read-
write by your own
demand.

engineer

&
=0

music
photo
video

4]
]
[m]
[m]

Apply  Cancel

When finish it, in window under user, we could see all the share folder for sunny
change to orange color, it means sunny just could access with read, can not write in
them.

Manager could set the different user with different access with read only or
read/write. so it could keep the security for different user.




A\ % ® e

i m

# Create  © Delete . Edit *The black color has read and write permissions, orange color only read access.

Name P —FY
admin rusic,ghoto,fdeos It will displayed that the changed
mike TestReport engineer music shotovideo, | @Uthority of the user of [Sunny]

I sunny TestRepor ,engineer,music photo video, I isread on |y

3.3.5 BT Download

The device support BT download function, click icon enter the window to set.

Click “* icon to set the parameter of BT download.
PS: If user don not know the parameter setting very well, don not to modify the

parameter, just keep the default setting.

192.168.1.56/webmanjrutorrent/index. html

@ x000%0 S

Status Sze Done  Downloaded  Uploaded Ratio DL u i

< State Name
* AlO)

3 Downloading (0)
© Completed (0)
Active (0)

O Inactive (0)

@ Error (0)

< Labels

General | Fies | Trackers | Peers | Speed | Plugins | Logger Clear

[16.01.2013 17:01:15] WebUI started.
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@ XOO QI

e

7o B

< State | Name Status Sze  Done
[ a@ [
© Downloading (0) [ rTorrent Settings a
O Completed (0) == User Interface
Active (0) Downloads Confirm when deleting torrents  Update GUI every: 3000 | ms
O Inactive (0) Connection
B Enor (0) BitTorrent [ alternate list background colowr ~— Request timeout: 30000 | ms
o o Advanced [ 1gnore message about timeouts
No Label (0) Show categories on startup Show details on startup
| Ermery Receive messages from tracker [ show effects for UI elements
Ir [CIFull render of large tables
Show table contents while scroling
If rtorrent is not available try again after: | 2 min v

Language: = English v

Speed popup list (comma-separated)
uL: 100,150,200,250,300,350,400,450,500,750,1000,1250 |
DL: 100,150,200,250,300,350,400, 450,500, 750, 1000, 1250

[06.12.2012 16:15:13] WebUI started.

Click @ icon, tap [Choose file] to select the BT turrent, then click [Add
file], user could add many turrent one time, when finish, click [Start], device

will download automatically.

| 192.168.1.56/webman/rutorrentfindex. htrl

@ XQOLOa

= State || Name Status Size  Done Downloaded  Uploaded Ratio DL uL &
® Al [F&f) [#H720PKEHD-RMVE, Downloadi 935.56MB 0% 0.00KE  0.00KB 0.000
3 Downloading (1)
© Completed (0)
Active (0)
O Inactive (1) (&) Add Torrent a
8 Enor ) Directory:
piAb Tt [ Don't add torrent's name to path
No Label (1) g Don't start the download automatically
5 Fast resume
EaseHdl) | Label:
<
e Il [
[16.01.2013 17:09:17] | addFie | Select the BT turrent
Torrent URL:




@XIOOOILI 24 b
- State Name Status Size  Done

e AlE | O U#SHTMBT0120%F] [AH720P8H0] [2012RHEERT#F] Downloading 869,89 MB 0%
© Downloading (2) O [(BERAREER)] [AREN720PED-RMVB.HF] [2012R3185ERMR Downloading 11068 0%

© Completed (0)

A Choose two BT torrent files
nactive
@ Ervor (1) and start to download
B () Add Torrent
7 Labels .
No Label (2) Directory: -
Don't add torrent’s name to path
oAl [Jpon't start the download automatically
[ Fast resume
Label:
Torent fie: | emaxce ) wimxit
AddFie |
Torrent URL: |
dd URL

< | >

General  Files | Trackers | Peers | Speed  Plugins = Logger ~ Clear |

[06.12.2012 15:44:07] WebUI started.

[06.12.2012 15:49:47] torrent was successfully passed to rTorrent.

[06.12.2012 15:50:21] torrent was successfully passed to rTorrent.
© Speed: Limit: 10.0KBfs Total:0.3 kKB O Speed: Limit: No Total:0.0 KB Torrent: 0.8.5/0.12.5

3.3.6 Check the information of disk drive

Click icon, system will appear all the information of the disk drive, include
disk drive capacity, spare capacity and temperature, using time.... and so on.

Information

Time on system - 0 days, 1 hours, 52 minutes Update time: |1 minutes ¥|

Local disk space

372.61 GB Total, 369.75 GB Free , FUJITSU MJA2400BH G2 , Power On Hours : 1646 hours / 1377 times.

100.0

®
g 9 Used 0.77% (2.86GB) £
W Free 99.23% (369.7508) gF o
5 60.00
- £ [28.0040.00
4 B
] 000
Usage - 21.50% 28516 KB Total, 6432 KB Free
Used (77.42%) W Free (22.86%)
0% 10% 20% 30% 40% 50% 60% 70% 1

131536 KB Total, 126236 KB Free
Used (4.03%) M Free (95.98%)

0% 1 % 50% i W




3.3.7 Tools
3.3.7.1 Update Firmware

When need to update FW, click &t icon, select [Firmware Update] and select the

new FW file, click [Update], device will update FW automatically. when finish it, the
device will restart.

| Power I Firmware Update | Restore Default

To update the system firmware

1. Download the latest firmware package from server.
2. Click browse locate the firmware package
3. Click OK to update and reboot automatically if update finished.

Firmware version: 0012
Firmware date: 2012/12/27

Choose File | No file chosen Update

3.3.7.2 Remote shutdown system

Manager could remote off system, click &t icon and select [Power], select

[Shutdown], the device will close system. but the device will keep power-on status
and disk drive will keep running.

When shutdown system, all users can not use the device.

Press shutdown to power off.

! Shutdown

3.3.7.3 Restore Default

Click [Restore default], the device will reset to the factory default setting, all the
setting will be delete. but all the data in disk drive will keep.

® Restore to factory default settings.
(The entire system will be restored to default, but all user data is preserved.)

© Format the hard disk 7
(Al user data will be deleted.) CoAOg a5
o A Sure you want to restore to factory default
settings

19




If you are using a new disk drive, you need to format it at first time. click [Format

the disk drive], it will format the disk drive.

ifitis a old disk drive that has data in it, it need not to format again, justinstall itin
device and start to use.

Warning: format disk drive will delete all data on disk.

O Restore to factory default settings
(The entire system will be restored to default, but all user data is preserved.)

@ Format the hard disk
(All user data will be deleted.)

0Ok

4. Userloginanduse device

User could login with owner account and password (provided by manager)
and use device. the login step same as manager[User]. click [discovernas]
software, key in account and password, then can access device and use it.

o

BNE K Profile
management

E q
EHARPKS SERERA NAS “
Picture _E .
browse '— Music play
‘ o .EN ———Log out

User enter main page, will find the share folders and [Music]/[Photo]/[Video]
icon, user could play it directly.

Video play

If user want to upload music/photo/video, user could enter file manager and
upload music/photo/video to share [Music]/[Photo]/[Video], all user could see it and

play it.




|7 Music - Google Chrome =il x

Y ET——
B #RTH (- AR, 2FR- (8% (7] (B9
SCHES

Album [ Proto

) 152 168

share-music

Browse photo

Play Video

User could create folder to manage his data files for himself, these folder and data
just for himself and will not share to other users. it keep the security for data with
different user.

Tap the & icon then user will enter the manager window.

I

File tame size File Type
music - Orectory
Drectory
Drectory

Drectory

oto - Drectory
share-TestReport - Drectory
share-video - Drectory

=g

FILE

g -t video - Directory

O0o0oo0oooooo

{N Choose File ] No file chosen New Folder Copy Rename Download Cut Paste

Upload Delete




User can create new folder for himself, click & icon enter window, then
click [New folder], key in the folder name, the folder has created. this folder
just for user himself to use, not share for other users.

sunny  Free space(369.7G Bytes) °

[&] File Hame. size File Type
0|8 music - Directory.
/& [photo - Directory
O/ bshareengmeer - Directory
O | & |share-music - Directory.
T e
[/ M share-TestReport B Directory
0| [share-video i Flelds are fequired: c Directory
/& video B Directory

Folder name ()

| sates|

Sure  Cancel

Choose File ] No file chosen NewFolder | Copy | Rename [ Download || Cut | Paste
ioad osen ]

User want to upload files to folder, just select folder such as [Sales], select the

file, then click [Upload], the files will upload in the folder.
And user can use copy/download/cut/past/rename such actions to manage your

data files.

sunny  Free space(363.7G Bytes) — —

O sunnyisales  Free space(369.7G Bytes)

0O & music (m] File Hame Size File Type

[ & photo ot B e
E O & sales I O & CHRY_Chrome_non_defaultV5 exe 237 MB application

O & share-engineer
O & share-music

O & |share-photo

O & share-TestReport
O & share-video

0O & video

[Choose File ] No file chosen
Choose File | No file chosen New Folder Rename Download

Vs |

User if want to share his files to other users, he must enter the share folder by
manager created, then create new folder or upload files directly in it, so the other
users could share the files.

The files must under the directory in share folder which created by manager. then
the other users could share this files.




5. User map a network drive

Follow the setting step as below, user could map a network drive in [My Computer]
window, so it become very easy to use as a local disk.

If want to map a mirror-disk, we need to set the IP address to a static IP. enter
[Advanced setting], check the system information, user could see the dynastic IP
information, then click [Configure], enter the window, select [Fixed IP], sothe
dynamic IP will change to static IP.

T oo [rear —

Item

Mode _dhcp IP address

IP address 192.168.1.56 192.168.1.56

Subnet Mask 255.255.255.0

Gateway 192.168.1.1 Subnet Mask

DNS Server 1 202.96.128.86 255.285.255.0

DNS Server 2 :202.96.134.33 Gatoway |

192.168.1.1

Remote Control DNS Server 1 # Configure
Item DNS Server 2

Enable no 202.96.134.33

Remote UID |AABB:55:22:33:CE

PIN 24089

Apply Cancel

System will require to reboot, please wait 60 seconds.

Network Interface # Configure
Item Value
Mode dhecp
[P address 192.166.1.56 | Confirm Dialog x
Subnet Mask 255.255.265.0

A Require reboot to use the new IP address.

Gateway v192'158'1'1 Sure you want to reboot ?
DNS Server 1 202.96.128.86
DNS Server 2 202.96.134.33 I —

Reboot Now Later

Note: this 2 steps above must be set by manager.

1. Enter PC [Network], click [Search], in the searching window, key in the static IP,
such as:192.168.1.56

23




¥ Search Results - Computers

Edit

File View Favorites Tools Help

G Back ~ \‘) l} p Search h/‘ Folders -

Address ! 1L Search Results - Computer.

Search Companion X | Name In Folder Comments
a Samba Server (192,168.1.56)  Workgroup Samba Server

Which computer are you
looking for?

Computer name:

zt68.05% L1 Key in the fixed IP such as:192. 168. 1. 73

‘You may also want ta...

14 Search this computer for
files

&) Search the Internet

ol

2. Double click thisicon [Samba server], enter the window, user could see all user.

Samba Server (192.168.1.56)

File Edit View Favorites Tools Help

Qo - @ (F Pseot

sddress | | 11192.168.1.56

[L Folders -

search Companion ~ 3 ;
- ="




3. User find the icon of himself such as [Sunny], then right click, select [Map the

network disk drive]

? Samba Server (192.168.1.56)

File Edit View Favorites Tools Help

Om - O §[pws

[L‘ Folders -

Address

o 11192.168.1.56

Search Companion x

N
;\ / admin

N

~

- Open
Explore
Search...

Copy

Create Shortcut

Properties

4.1nthe new windows, it will appear the map disk dirve [Z:], click [Finish]

-

T Samba Server (192.168.1.56)

eBack b4 0 l’ ' p Search

[ Folders v

Address | § {1192.168.1.56

Search Companion x <@\

,\‘ / admin

Map Network Drive

Which computer are you
looking for?

Computer name:

192.168.1.56

"N 3
,'\ / mike f\ / sunny

windows can help you connect to a shared network folder
and assign a drive letter to the connection so that you can
access the folder using My Computer,

Specify the drive letter for the connection and the folder
that you want to connect to:

Browse
Example: \\server|share
[V]Reconnect at logon

Connect using a different user name.

r onling s! r 0
network server.

‘You may also want to...

R s SR




5. System will start to connect NAS deivce,
password.

key in user name such as [Sunny] and

2 Samba Server (192.168.1.56)

Fle Edt Vew Fa Tools  Help

Q- © 3| Pre

i Foders | 73]~

Search Companion 22

Address ‘ i 11192.168.1.56
’\» 7 "

Map Network Drive
Map Network Drive

Which computer are you
looking for?

Computer name:
192.168.1.56 |

You may also want to...
£ Search this computer for
files

) Search the Internet.

/) mke ) suny

Connecting to 192.168.1.56

User name: @ sunny

Remember my password

o) Cem )

6. When finish, in [My Computer], user will see the disk drive [Samba Server]

File Edit View Favorites Tools Help

Qe - @ - (¥ | Pseach [ rocers | [

Address | ' My Computer

Files Stored on This Computer

System Tasks

[9) View system information I | shared Documents
24 Add or remove programs

B change a setting

Hard Disk Drives

Other Places \? s

v XPCN (C:)
& My Network Places
i3 My Documents

S ::t: I::::Inems @ winB2 (F:)

Devices with Removable Storage

@ DVD-RAM Drive (3:)

&

Details

My Computer
System r

‘u rickSS's Documents

g’ WINT (D) (v win (E2)

Network Drives

= ) sunny on 'Samba Server
(192.168.1.56) (Z:)




7. Enter this disk drive, user could find all share folder and data and folder created

by himself.

% ’Samba Server (192.168.1.73)° EM sunny (Z:)

MHFE)  REE)

EEW W@

TAE® B |
Qre- O 3 Lmx mxex (33 XV @

Hitk @) 32 7:\

v| B3 #3

share-music

share-sdal

photo

g

share-photo

share-video

sales

=

share-public

e

video

6. FTP setting in router

Forwarding: If you want to use FTP server and remote setup, you have to set
Static IP address.(eg: 192.168.1.124) and enter your NAS static IP to Router
forwarding.




A Web Management - Microsoft Internet Explorer
File

Edt View Favortes Tooks Help

Qo - © ¥ B O POsewcr Poronss @ - 15 B B
Address | ] http://192.168.1.1/adv_forwarding.htm

v B

Links »

~

Setting => For

( Advanced Setting
| OMZHost |

-Pon Range Forwarding
Forwarding

Service P Address Enable
A1 Tratfic (oPewe/165535]  w|  qs2.168.1. | ]
Wad o Tist

;. Triggering
Application Hame Incoming Port Range
1 T[]
v
& @ Internet

Now test the local FTP server: ftp: //192.168.1.124, enter the user name and
password, click [Log on]

icrosoft Internet Explorer

O -

Help

o B8/

Search [ Folders | [T~
Address | ftp:/192.168.1. 124/

(=[x
"
B ks ”
§§ accepted.
FlPserver:  192.168.1.124
Username: [ test v
Password: | eeee ]
youlog on,
L iy o psswords nd
(WebDAVY) instead.
Learn more about using Web Folders.
DJtog on anonymousty [save password




The shared folder appear, FTP function test OK.

3 1:1/192.168.1.1241 - Microsoft Internet Explorer

X
Fle Edt Vew Favorkes Tools Help [ 7]

Qe - © - | Psewch [rodes [T~

address @) pif192.168.1.124/

B s>

Other Places
B Ieemet Exploer

Testthe FTP server via internet.
If you use WAN IP is static such as (121.13.144.253)

A Web Management - Microsoft Internet Explorer

Fle EdR Vew Favorkes Took Hep
O - © - [M @ & Psower g @ - LB B

Address | ] http://192.168.1.1 v B0 s >
'ort Statistics -~

Pot D 1 2 3 DMZirternet
Fierface Lan omz
Stetus Connected Connected Enables Enatied
 Geieral Seting Status
L. 19218811
wane: Dicomect
oMze: 0000
Defout Gateway : 2816017
229612885 20236128166
o 0000
® 5 ivanced Setiing Status
OMZbost: 1821881 111
Working Mode Gateway
on
® cicuall Setiing Status
SP(Stalefu Packet nspection): on
DS (Deriel of Servion: on
Block WAN Recuest on
Renote Mensgement ot

Please enter [FTP://121.13.144.253] to visit FTP sever
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Enter the user name and password, click[Log on]

Q- © - | P [y romm |-

Address (@) pi121.13.144.259 v B ks »

Log On As X

Ether the server does not
accepted.

FlPserver:  121.13.144.253

Username: [ test v

Passwordi | eees

After youlog on, your F

server. your
(WebDAY) instead.

Learn more about using Web Folders.

[tog on ancnymously Psave pessword

The shared folder appear, FTP function test ok

1 tp:1/121.13.144.253/ - Microsoft Internet Explorer

Fle Edt Vew Favorkes Toos Hep *
Qo - © [ Psewt [ roers [

address @ *tpif]121.13.144.253

v B ks »

Other Places

@ Internet Explorer.
) My Documents
2 Shared Documents
& My Network Places




If WAN IP you are using is dynamic, you need to use free of charge DDNS to
relate your WAN IP. Please check with the router manufacture on DDNS howto set.

O - © M B B P Seroe @ - LB B

Address [ ) http:/7192.168.1.1/adv_ddns. btm v oo ks »

Advanced Setting => DDNS

(X |

O T i— " —

Internet IP Address: 12113144253
Status:  DONS is updated sucosssfuly.

>

Now you can visit FTP server using the Domain name and remotely set your NAS
DNNS: [ftp://test.8800.0rg] (only for example), enter user name and password

€1 Microsoft Internet Explorer A

[=]x
Favortes Toos Heb "

O~ © 3| P rows @

address @ ol test 8800,/ VB ks>

Log On As X

the server aloy
accepted.

FTP server: test.8800.0rg

terrene: [ ]

Password: [ eees |

logon, b

server, ol
(WebDAY) instead.

Learn more about using Web Folders.

[tog en anonymously [ save password




The shared folder appear, FTP function is ok

3 Microsoft Internet Explorer
Fie Edt View Favortes Tools Help =

ek~ Q[T POsewch [ Foders [T

Address |0 feps/] test .8800.org/ v Bc ks >
Other Places test file
@ Internet Explorer
(&) My Documents
() Shared Documents
&3 My Network Places
W unti [ 1 ftp:fjagestar.8500.0. & 2005 quanpm
= s

You can also remotely set your NAS product. For further setup detail, please
inquire your network engineer for help.

7. Smart phone/Pad Connect the Nas device over WIFI

This Nas device provide another attach function, use the WIFI dongle which
attached in product, user could connect the Nas device through WIFI, itis very
convenient to share photo/music/video to play.

A.Connect Nas device over WIFI (For Android)

1. Plug the WIFI dongle in USB port, power on the device, turn on your smart
phone or Pad’s WIFI, the [IM1203xxxx] WIF| will be detected and display, then
connect it.

2.Openaweb browser, keyin 192.168.168.1

3. The log in window will display and key in account [admin] and password

[12345]
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Key in account and password

BNEE

Music
Tap the musicicon and select music and play

S 192.168.168.1/webn > L - *

EFRIIE
- music
D 0017-H#Emp3
D o0023-FE.mp3

D _wstylemp3

0005-rollinginthed...

= sdbl

D dreams come true....

Video

Tap the video icon and select and play video

< B 1 220 3

- sdbl

SHERT.mpa

BRAIE-TRIStyl...

Recycled

Di2.mp4
Did.mp4
Di11.MOV

Di12.MOV

Enter the main page

Photo

Tap the photo icon to browse photo

R 192.168.168.1/webr . 1L * |

< EB BRI®

l 11 "l
——

If the movie can’t play normally, it due to the player software, please download
other player such as [Moboplayer] and try it again.




File Manager

Tap icon, In this window, you can manage your file, create new folder, upload
or download files to the NAS device from your mobile smart phone/pad..

Lo 192.168.168.1/webn 151

< EE HRIIR

music
video
photo

Upload file

share

Download file

TeME R, B Create new folder

WIFI Setting

Tap icon enter WIFI setting window, you can set your SSID and WIFI password,
the SSID you enter will showing on the wireless network list

3:32 PM @ © 55% =
WiFi Setting

WiFi Password
our pa
Display Text

The password must contain at least 8
[EIEEES)




B. Connect Nas device over WIFI (For iPhone/iPad)

If you use iPhone oriPad, please enter Appstore to download [Mcloud] driver,
and install it. when fihish, run the driver, system will contat the WIFI device
automatically.

Tap 2 icon enter login window, key in user account [admin] and password
[12345]

Wifiig 5E




Select Music or photo or Video , it will start to play the files.

Done  0:16 WD — -3:56
angle of mine.mp3

Bonita.mp3
cinderella.mp3

dreams come true....
encore une fois.mp3

far away from hom...

here i am.mp3

500miles.mp3

Music Photo Movie

To upload or download files, tap icon to enter files manager window, enter
corresponding folder such as share-photo, then to upload or download files.

< EE LEETES

admin/share-photo

(F4=8): 369.7GBytes)

Upload file

Create new folder

Download file




9. Question and answer

Q: Why can not run [Discovernas] drive?
A: Please make sure your computer supports the JAVA environment. If not, you
can go to http://java.com to download and install the JAVA software.

Q: Why can not detect the NAS device in network with [Discovernas] utility?

A: Please check the network and the NAS device has connect correct, then turn
on the power of the NAS device, press the [Reset] button over 10 seconds to
restart the device, then use [Ddiscovernas] to search again

Q: How to search and enter setting when use static IP?

A: When use static IP, the NAS device can not auto detect and add the IP
address to network. You should connect the device to network and use
[Discovernas] to search the device, the default IP address is
[192.168.1.148], then enter the [Advanced setting] -[IP Setting] window,
enter the IP value then you can to set.

Q: How to set the NAS device as a FTP server? And how to set the IP address?

A: If you want to use this NAS device as a FTP server and visit it through the
network, you must to set the IP address to static IP address, so the WAN IP
can mirror with the LAN IP address, then you can visit it through the network.

Q: My router connect to the NAS device and assign IP address, the SMB is
ok but visit internal FTP is slowly, why?

A: Usuallyininside network we need not to use FTP to visit it, some high-grade
router is fast.

Q: | have install my disk drive in device and could find it but can not create user
and share folder, why?

A: The device is ok, but the disk drive need to format, please enter [Advanced
setting] to format the disk drive

Q: Shall | must connect Lan cable to device when use smart phone/pad to play
music/video/photo?

A: No, ifyou just want to use smart phone/pad to play music/video/photo, it not
need to connect Lan cable to Nas device.
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Q:
A:

Q:
A:

Why sometimes the BT download speed is very slowly?

This is involved the reasons in many aspects: the local network speed, the
setting of the windows fire-wall and the quantity of the seed...... we propose
to modify the TCP& UDP port number to 10000~65535, and check the setting
above.

: Why | can play the music/photo/video directly, but | can not upload music/

photo/video?

: This is because manager just set the [Read] to user, please ask manager to

change [Read/Write] for user.

: Why the other users can not see and use my folder and data?
:The userlogin system and create folder is just for himself, the other users

can not see and use the data. if user want to share his data to other users,
he must built his folder under /sda1, or create the folder and data under
public share folder.

: Why | can not open the file unless photo/music/video/pdf directly in share

folder?

: The system can not open files unless music/photo/video/pdf directly, please

download the files to local disk drive. if you want to use the files directly in
nas device, please map a network disk drive in local window. the detail

please refer [Map a network disk drive].

Can connect both USB and Rj45 at the same time? which control first?
Can connect both USB and Rj45 at the same time, USB will control first.
itjust could use as USB device.

: What are the limitation of Linux base NAS?
: Without special limitation for Linux OS.

: Does the NAS device supportiOS?
: Yes, but if the disk drive has install iOS, you need to format it again then

install in device to use it.

: Can the Nas be access using ainternet browser?
:Yes, the Nas can be accessed using internet browser.
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Disclaimer

All the information in this document is subject
to change without prior notice The manufacturer
makes no representations or any warranties
regarding the Contents of this manual. The
information contained in this manual is provided
for the general use by the customers. No part of
this document may be reproduced or transmitted
in any form by any means without the express
written permission of The manufacturer. All brand
names and product names used in this document
are trademarks or registered trademarks of their

respective holders.
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