OWNER'S MANUAL

ENGLISH

GCH Digital Karaoke
Pre Amplifier

Thank you for purchasing our products.

Please read the owner®s manual thoroughly prior to using the system.

Please keep the manual for future reference.
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Digital Karaoke Pre amplifier

Function

*5 MIC input,with independent gain control.MIC channel with master volume control, mute, style choice
low-cut,9 band PEQ,BBE, limiter, noise gate,phase,6 class feedback suppressor.

*MIC effect has master volume control, limiter;Echo with 5 band PEQ and stereo and mono mode can
be chosen,delay and repeat can adjust separately.Reverb has pre delay, time, BBE, high cut, fullness
effect adjust.

*2 stereo music input can choose automatic or manual, DVD and BGM with separate input volume control.

*Music channel with master volume control, mute, low-cut,6 band PEQ, limiter.BBE, noise gate.

*Qutputincluded main output L/R,center,sub-woof

*Main output L/R with separate volume control,5 band PEQ, L/R delay, phase.

*Center output with Voice/Music ratio adjust, separate volume control,4 band PEQ, delay, phase.

*Sub-woof output with low-cut,high-cut,4 band PEQ, separate volume control, AGC(automatic gain control),
MIC music ratio delay, phase.

*24-bit,48kHz sampling rate,)-A AD/DA convertor,32 bit DSP chip.

*2*16 LCD display, customized light-key in one design, made the operation more fast and convenient.

*1 factory presets(KTV1) and 16 user presets(U01-U16),there are several recommend effect parameter on
the software menu

*USB, RS232 control port, IR function.

*Save and recall the presets file, download and upload the data available

*Lock function for front panel and PC, power interrupt memory function, made the system more safety.

*PC software selectable for Chinese and English

Front Panel

EFFECT/EDIT MUSIC VOL

DOP-G200t

00

USB port

connect the computer with the PC software to control the device
Effect/ Mic/ Music Master Volume Adjust

Control effect and Mic/Music volume

LCD Display

Show all the operation menu.

IR Reception

O @ ©® ©®

Main Menu Page Turning Key, Exit Key
Enter edit menu, press '"AV¥" to turn the page,press “EXIT" to exit.
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(6) Main Menu Control Button

Edit Mic, Music, Effect, L/R, Aux, Center, Sub, save and recall user and factory preset
(7?) Mic Input Gain Control

Control Mic 1,2 input gain.

Rear Panel

® 2 6 @ ® ® @

@ Power Cord
Power input:90V~250V,50~60Hz.

@ Power Switch

(3 RS232 Interface

Connect with PC/KTV, remote control.

@)

Stereo AUX,center,sub woofer output
Connect with stereo AUX, center, sub woofer amp system.

@

Main output
L/R balanced output, connect with main amp system.

Media input and output
media and audio in-phase input and output system.

¥ @

Audio Input
DVD,TV,AUX,BGM audio input port, can be switched to automatic or manual.

©

MIC1/2 Input Socket
Plug with wired and wireless Mic input signal.
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Remote controller

N

R GEIcE

REMOTE CONTROLLER

Normal Preset Control Key

FO01 can be switched to KTV1 factory preset mode

Volume Control Key

Adjust music, effect, Mic volume

Input switch,Lock and Mute Control Key

Input key can switch audio input channel and mode, Mute key control mute.

® @ © ©

User Preset Mode Switch Key
U01-U06 is user preset mode, you can recall any mode to use.

Function Diagram

=]
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Operation Guidance

MAIN MENU
KTV1 M: -60.0 After power on, the LCD will show the preset information. KTV1 factory preset and 16 user
E- 50 MIC: -60-0 preset: U01-U16 can be chosen.“M” shows the current music wlume, "E" shows the current
Z Z Z effect value,“MIC” shows the current MIC master wlume.
SAVE KEY
Store preset Press the sawve key can sawe the preset program, choose the saving position U01-U16 by
uo1 Default adjust the encoder "EFFECT/EDIT".
Pr Namin
eset[ Default] d g continue to press“EFFECT/EDIT’can edit the name of the file that you want to save.

preset Naming

until you can see“Y”,then confirm to sawe.

Saving---
RECALL KEY
Load Preset Press the recall key the first time and turn "EFFECT/EDIT" encoder, you can transfer the
FO1 KTV1 preset program U01-U16 or factory preset program: FO1, press again will confirm to tranfer.

EFFECT KEY

Press“EFFECT’the first time enter ECHO wlume and mode choose window: gain scale is
ECHO GAIN: 60 0-100. mono and stereo these two mode can be chosen.the below operation takes stereo
MODE: STEREO mode for example, when mono mode, the functions and operation steps are the same
except there is a repeat and delay can be adjust
LEFT ECHO P “ W “the first ti djust left echo: t le is 0-100%,del le is 0-400
REP: 52% T: 199ms ress“ W "the first time can adjust left echo:repeat scale is 0- 6,delay sacle is 0-400ms
RIGHT ECHO Press* WY "the second time can adjust right echo:repeat scale is 0-100%,delay sacle is 0-
REP: 52% T: 199ms 400ms
ECHO PHASE pra— - . ,
0 Press ‘W the third time enter ECHO phase adjust window: 0 and 180 can be chosen
RVB RPEDLY:  60mS | |press “W” the fourth time enter REVERB parameter adjust window: Pre delay scale is 0-
TIME: 30ms G:40 250ms; Time scale is 0-4ms, Gain scale is 0-100.
REVERB PHASE . S
0 Press " W the fifth time enter REVERB phase adjust window: O and 180 can be chosen.
RVB EXVITER: 40 Press “V” the sixth time can adjust REVERB exciter and high cut and low cut
HC:14K25 L:125.0 parameter: exciter scale is 0-70; high cut scale is 2K-20K; low cut scale is 20Hz-400Hz.
EFX DOUBLE V.
10% Press the seventh time can adjust thickness: thickness scale is 0-100%
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Operation Guidance

EFX LIMIT
100

Press ‘W the eighth time can adjust effect limiter: the scale is 0-100.

EFX EQ1 Q: 0.59 PK
F: 32.7 G: 0.0

Press “W the ninth time can adjust effect PEQ1: include Q value, Frequency, Filter
style and adjustable gain parameter, press“EFFECT/EDIT' one time can switch to every
parameter bar, turn to change the parameter.

EFX EQ2 Q: 0.59 PK
F: 125 G: 0.0

Press “V" the tenth time can adjust effect PEQ?2.

EFX EQ3 Q: 0.59 PK
F: 500 G: 0.0

Press ‘W the eleventh time can adjust effect PEQ3.

EFX EQ4 Q: 0.59 PK
F: 2K00 G: 0.0

Press “V” the twelfth time can adjust effect PEQA4.

EFX EQ5 Q: 0.59 PK
F: 8K0O G: 0.0

Press “V” the thirteenth time can adjust effect PEQ5.

MUSIC KEY

MUS EQ1 Q: 1.40 PK
F: 59.7 G: 0.0

Press “MUSIC” the first time enter music PEQ setting window: include Q value,
frequency, filter style and adjustable gain parameter, press‘EFFECT/EDIT one time can
switch to every parameter bar, and turn to change the parameter.

MUS EQ2 Q: 1.40 PK
F: 161.2 G: 0.0

Press “V” the first time can adjust music PEQ?2.

MUS EQ3 Q: 1.40 PK
F: 406.1 G: 0.0

Press W the second time can adjust music PEQS3.

MUS EQ4 Q: 1.40 PK
F: 1K10 G: 0.0

Press “V" the third time can adjust music PEQ4.

MUS EQ5 Q: 1.40 PK
F: 230 G: 0.0

Press ‘W the fourth time can adjust music PEQ5.

MUS EQ6 Q: 1.40 PK
F: 6K20 G: 0.0

Press “v” the fifth time can adjust music PEQ6.

MUS EQ7 Q: 1.40 PK
F: 15k63 G: 0.0

Press “W” the sixth time can adjust music PEQ?7.

MUS LIMIT

+12.0dB

Press “V” the seventh time can adjust the music gain limited parameter: the scale is -
60dB~+12dB.
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Operation Guidance

MUS LOW CUT Press “ W the eighth time can adjust music low cut parameter: the slope can choose
BYPASS 19.7HZ ||BYPASS/BUTTERWORTH/BESSEL/LINK-6dB--24dB, frequency scale is 20Hz-20kHz.
INPUT SELECT Press ‘W the ninth time can choose music input manually or automatically: include
AUTO ||auTO,DVD, TV, AUX,BGM.
DVD GAIN pra— _ . . ,
0.0dB Press “ W the tenth time can adjust DVD input level: the scale is -60dB~0dB.
BGM GAIN s
0.0dB Press ' W the eleventh time can adjust BGM input level: the scale is -60dB~0dB.
MUSIC BBE s
OFF Press "W the twelfth time can choose music BBE exciter on or off.
MUSIC GATE Press “V” the thirteenth time can close and open music noise gate: ON is open, OFF is
ON close

MIC KEY

MIC EQL Q: 1.60 PK

Press“MIC"the first time can enter MIC PEQ setting window: include Q value, frequency,
filter style and adjustable gain parameter, press‘EFFECT/EDIT' one time can swith to every

F: 65.5 G: 0.0 parameter bar, and turn to change parameter.
MIC EQ2 Q: 1.60 PK Sy . .
F- 119.4 G- 0.0 Press W the first time can adjust MIC PEQ?2.
MIC EQ3 Q: 1.60 PK “« . .
F- 217.6 G- 0.0 Press v the second time can adjust MIC PEQ3.

MIC EQ4 Q: 1.60 PK

Press W the third time can adjust MIC PEQA4.

F: 406.1 G: 0.0

MIC EQ5 Q: 1.60 PK R _ _

F- 691.1 G- 0.0 Press " ¥ the fourth time can adjust MIC PEQ5.
MIC EQ6 Q: 1.60 PK P

F- 1K10 G: 0.0 Press * ¥ the fifth time can adjust MIC PEQS6.
MIC EQ7 Q: 1.60 PK R o

F- 1K66 G: 0.0 Press “ ¥ the sixth time can adjust MIC PEQ?7.
MIC EQ8 Q: 1.60 PK J—

F- 2K70 G: 0.0 Press ¥ the seventh time can adjust MIC PEQS.
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Operation Guidance

MIC EQ9 Q: 1.60 PK
F: 4k81  G: 0.0

Press “ ¥ the eighth time can adjust MIC PEQ?9.

MIC EQ10 Q: 1.60 PK
F: 8K57  G: 0.0

Press “v” the ninth time can adjust MIC PEQ10.

MIC EQ11 Q: 1.60 PK
F: 15k63  G: 0.0

Press “v” the tenth time can adjust MIC PEQ11.

MIC IN PHASE

Press V" the eleventh time can adjust MIC input phase parameter:the scale is 0 and

180 180.
MIC LIMIT Press “V” the twelfth time can adjust MIC gain limited parameter: the scale is -
+ 12.00dB | |60dB~+12dB.
MIC LOW CUT Press © ¥ the thirteenth time can adjust MIC low cut parameter: the slope can choose
L/R-24dB 45.2Hz BYPASS/BUTTERWORTH/BESSEL/LINK-6dB--24dB, frequency scale is 20Hz-20kHz.
MIC FEEDBACK Press © W the fourteenth time can set MIC feedback killer shift, 6 class feedback effect in
Level 1 | |total.
MIC EXCITER e ) ) . . .
ON Press "¢ the fifteenth time can open and close BBE exciter: ON is open, OFFis close
MIC GATE Press “WY"the sixteenth time can open and close MIC noise gate: , OFF is default close,ON
OFF is open
L/R KEY
L/R GAIN
0.0dB Press“L/R’enter main output gain adjust window, the scale is -60dB~+6dB.
L/R EQ1 Q: 4.00 PK Press “§” the first timeT can adjust main output PEQ1: include Q value, freguency, filter
) ) style and adjustable gain parameter, press“EFFECT/EDIT" one time can swith to every
F: 25.4 G: 0.0
parameter bar, and turn to change parameter.
L/R EQ2 Q: 4.00 PK ey _ _ _
F- 59.7 G- 0.0 Press W  the second time can adjust main output PEQ2.
S NS O 2 (2K P “W the third ti djust main output PEQ3
ress e third time can adjust main outpu .
F: 161.2 G: 0.0 : P
L/R EQ4 Q= 4.00 PK P “W” the fourth ti djust main output PEQ4
E- 406.1 G 0.0 ress e fourth time can adjust main outpu Q4.
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Operation Guidance

L/R EQ5 Q: 4.00 PK —

F-  1K10 G- 0.0 Press * ¥ the fifth time can adjust main output PEQ5.

L/R EQ6 Q: 4.00 PK S o . .

F- 2K30 G- 0.0 Press “W” the sixth time can adjust main output PEQS.
SR B G AU B Press “W” the seventh time can adjust main output PEQ7
F: 6K20 G: 0.0 '
L/R EQ8 Q: 4.00 PK e o . .

E-  15K63 G 0.0 Press v the eighth time can adjust main output PEQS8.

R:3.0 A:50 R:500

L DELAY Press “W” the ninth time can adjust main output L delay parameter: the scale is Oms-
0.000ms 100ms.

R DELAY Press “W” the tenth time can adjust main output R delay parameter:the scale is Oms-
0.000ms 100ms.

L/R PHASE Press “W” the eleventh time can adjust main output phase parameter:the scale is 0 and

0 180
Press” ¥ "the twelfth time can adjust main output compressor parameter: T stands for
L/R CMP T: +20.0

compress value, the scale is -40dB~+20dB; the first R on the second line stands for
compressor ratio,1:1-1:2-LIMIT; A stands for compressor attached time, the scale is O-
200ms; the last R stands for compressor released time, the scale is 0-999ms.

L/R OUT Press“W'the thirteenth time can close and open main output mute: Unmute and Mute can
Unmute be chosen
AUX GAIN . . . .
D8 0.0dB Press “W” the forteenth time can adjust AUX output gain:the scale is -60dB~+6dB.

AUX EQL Q: 1.40 PK
F: 80.6 G: 0.0

Press “L/R” the fifteenth time can enter AUX output PEQ setting window: include Q value,
frequency, filter style and adjustable gain parameter, press“EFFECT/EDIT" one time can
swith to every parameter bar, and turn to change parameter.

AUX EQ2 Q: 1.40 PK

F: 2K70 G: 0.0

F- 329.9 G- 0.0 Press “v the sixteenth time can adjust AUX output PEQ2.
AUX EQ3 Q: 1.40 PK “« : ,
F- 1K00 G- 0.0 Press W the seventeenth time can adjust AUX output PEQ3.
AUX EQ4 Q: 1.40 PK “ ” _ . .

Press V " the eighteenth time can adjust AUX output PEQ4.
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Operation Guidance

AUX EQ5 Q: 1.40 PK
F: 12K13 G: 0.0

Press “ W " the ninteenthth time can adjust AUX output PEQS5.

AUX BALANCE
MUSIC- -000 +MIC

Press’ W "the twentieth time can adjust AUX output music and mic balance.

AUX MIC/EFX

R:3.0 A:50 R:500

MIC+EFE | |Press “ v ” the twenty-first time can choose AUX Mic output with or without effector.
AUX L DELAY Press” VW "the twenty-second time can adjust AUX output L delay parameter: the scale is
0.000ms | |oms-100ms.
AUX R DELAY Press* W "the twenty-third time can adjust AUX output R delay parameter:the scale is
0.000ms | |oms-100ms.
AUX PHASE Press “W” the twenty-fourth time can adjust AUX output phase parameter:the scale is 0
0 and 180
Press" v "the twenty-fith time can adjust AUX output compressor parameter: T stands
AUX CMP T: +20.0

for compress value, the scale is -40dB~+20dB; the first R on the second line stands for
compressor ratio,1:1-1:2-LIMIT; A stands for compressor attached time, the scale is O-
200ms; the last R stands for compressor released time, the scale is 0-999ms.

AUX OUT Press“ W "the twenty-sixth time can close and open Aux output de mute function:Mute and
Unmute Unmute can be chosen
CENTER KEY
NT GAIN
L & 0.0dB Press “CENTER” enter center output gain adjust window: the scale is -60dB~+6dB.

CNT EQ1 Q:4.00 PK
F: 80.6 G: 0.0

Press “W” the first time can adjust center output PEQ1 :include Q value, frequency, filter
style and adjustable gain parameter,press“EFFECT/EDIT'one time can switch to every
parameter bar,then turn to change the parameter.

CNT EQ2 Q:4.00 PK
F: 329.9 G: 0.0

Press “V” the second time can adjust center output PEQ2.

CNT EQ3 Q:4.00 PK
F: 1K00 G: 0.0

[

Press W the third time can adjust center output PEQS3.

CNT EQ4 Q:4.00 PK
F: 2K70  G: 0.0

Press * VW the fourth time can adjust center output PEQ4.

CNT EQ5 Q:4.00 PK
F: 12K13 G: 0.0

Press “ W the fifth time can adjust center output PEQ5.
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Operation Guidance

CNT  BALANCE

Press © W the sixth time can adjust center output Music and Mic balance.

R:3.0 A:50 R:500

MUSIC - -000 +MIC
CNT MIC/EFX prpu— _ _ ) ,
Press < W the seventh time can choose center Mic output with or without effector.
MIC+EFF
CNT DELAY pram— _ _ . ,
Press W the eighth time can adjust center output delay: the scale is Oms-100ms.
0.000ms
CNT PHASE L o _ _
0 Press “W§ the ninth time can adjust center output phase: the scale is 0 and 180
13 ”
Press W the tenth time can adjust center output compressor parameter: T stands for
CNT CMP  T: +20.0 ; P compressor p

compress value, the scale is -40dB~+20dB; the first R on the second line stands for
compressor ratio,1:1-1:2-LIMIT; A stands for compressor attached time, the scale is 0-
200ms; the last R stands for compressor released time, the scale is 0-999ms.

CNT OUT Press “W” the eleventh time can close and open center output mute: Unmute and Mute
Unmute can be chosen
SUB KEY
B GAIN
2L & 0.0dB Press “ SUB ” enter sub woofer output gain adjust window: the scale is -60dB~+6dB.
SUB EQ1 Q:4-00 PK Press “W§ .the first time cah adjust sup woofer output PE“Ql :include Q \{alue,.
) o- 0.0 frequency, filter style and adjustable gain parameter,press“EFFECT/EDIT one time can
F: 30.5 . . switch to every parameter bar,then turn to change the parameter.
SUB EQ2 Q:4.00 PK “W” i ) ) ‘ PEO?
F- 40.3 G- 0.0 Press the second time can adjust sub woofer output PEQ2.
SUB Q3 :4.00 PK press “ W the third ti djust sub woofer output PEQ3
ird tim n woofer outpu .
F- 50.8 G- 0.0 ress e e can adjust su p
SUB EQ4 Q:4.00 PK press “ W7 the fourth ti djust sub woofer output PEQ4
F- 61.1 G- 0.0 ress e fourth time can adjust sub woofer outpu Q4.
SUB EQ5 Q:4.00 PK “ o _
F- 80.6 G- 0.0 Press the fifth time can adjust sub woofer output PEQS5.
SUB HIGH CUT Press “V” the sixth time can adjust sub woofer output high cut: the slope can choose
L/R-24dB 101.5Hz BYPASS/BUTTERWORTH/BESSEL/LINK-6dB--24dB, frequency scale is 20Hz-200Hz.
SUB LOW CUT Press © W the seventh time can adjust sub woofer output low cut: the slope can choose
L/R-24dB 20.1Hz BYPASS/BUTTERWORTH/BESSEL/LINK-6dB--24dB, frequency scale is 20Hz-80Hz.
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Operation Guidance

SUB AGC Press “ W "the eighth time can adjust sub woofer output auto attenuation,when there is Mic
0.0dB input, sub woofer output volume can auto attenuate,the scale is -30dB~0dB.
S8 LS Press * W the ninth ti djust sub woofer output Music and Mic bal
MUSIC- ~ 100 + MIC ress e ninth time can adjust sub woofer output Music and Mic balance.
SUB MIC/EFX MIC Press “W” the tenth time can choose sub woofer Mic output with or without effector.
SUB DELAY prpu—" . . :
0.000ms Press W the eleventh time can adjust sub woofer output delay: the scale is Oms-100ms.
SUB PHASE 0 Press “W” the twelfth time can adjust sub woofer output phase: the scale is 0 and 180
Press * W the thirteenth time can adjust sub woofer output compressor parameter: T
SUB WP T: +20.0 : b compressor b

R:3.0 A:50 R:500

stands for compress value, the scale is -40dB~+20dB; the first R on the second line
stands for compressor ratio,1:1-1:2-LIMIT; A stands for compressor attached time, the
scale is 0-200ms; the last R stands for compressor released time, the scale is 0-999ms.

SUB OUT Press * W the forthteenth time can close and open sub woof output mute:Unmute and
Unmute Mute can be chosen
EFFECT/EDIT ENCODER
Ui e ek This encoder has the function of adjusting effect volume, menu parameter editing and

Pass Word [1 2 3 4] Y

confirmation. Long-press 5 seconds can enter panel lock setting window, press "Y" to save
your setting, press“N’to exit.

Press V” one time to enter remote controller code setting window: default state is

IR SETING
"CHECK ALL" : check four code, turn"EFFECT/EDIT" is "CHECK KEY": check single
CHECK ALL . )
code, press down is confirm.
Press “§” the second time enter working status window: default is"MEMORIZE" power off
WORKING STATUS parameter save; "FORGET" power off not save; UO01 shut down the device, then start

MEMORIZE

again, it always be UO1 user preset, turn "EFFECT/EDIT" to choose the mode you need,
press to confirm, press “EXIT’ to exit.
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PC software

Warnings: PC software. USB driver program and users' manual are on the attached CD

USB cord online steps

BP-cEo00

Qo

Device

USB Cable

( USB connect method)

1.Click “PL2303 USB Driver” onthe CD, press “ next step” according to the default information, press

“finish” to exit till the driver set up successfully:

PL-2303 Driver Installer Program

Install5hield Wizard Complete

The InztallShield ‘Wizard has succeszsfully installed PL-2303
I1SB-to-Serial. Click Finizh o exit the wizard.

< Back Finizh Cancel
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2. click the PC software on the attached CD, press “next step” according to the default information, press *finish”
to exit till the PC software set up successfully, close the window after the below window shows:

#1 Agasound DP-G2000 Karaoke Editor ¥2.0M =88] = |
File Connect Lock Working Status Ternplate EH0Q Help  About

-—
Music i Effect LR Center  Woofer Aux Working Status : UD1

Echo

HNo Device found.

Scaning
At == = _—I—_ jli
= | ~ . - — == e
DvD =l M= :I: 2 z - = | =
T -60.08 -60.0d8 50 A E
AUX Limiter Limiter Ligniter Ak Tz | Ko
i g o e -+ +0.0d8 +0.0d6 +0.0d8
+12.008 +12.008

Number FTUFOT 00 Name CRIVID T store 7 Recat Mic&Music FMUte

3. connect the computer and the pre amplifier with a USB cord, turn on the pre amplifier, the computer will
find the new hardware automatically, the hardware have already set up and can be used now, you can find
the current USB COM number as the below steps:

a.move the mouse to “ computer” or” my computer” on the desktop, click “ management” by the right mouse,
show the below window:

= puter Management

,g File  Action Wiew ‘Window Help
R 2
Q t r-anagernen IIL i ] Mame
Z System Tools mSystem Tools
@ Ewent Yigwer gstorage
shared Folders %Services and Applications
Local Users and Groups
&4 Performance Logs and Alert: |
Ei-. Device Manager
= @ Storage
[+ Remowvable Storage
Disk Defragmenter
Disk Management
] @ Services and Applications
£ | % >
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b.After click “ device manager”, continue to click “port (COM and LPT) ” then popup the below window,
show the current USB COM number and then close the window:

(= Computer Management E“EJEI
Q File  Action Yiew ‘Window Help ;LE_LJ
e @& 2m 8

g Computer Management (Local) ISE | ADMIN-45F 1
= ﬁe System Tools [+ _.) Computer
3 Ewvent Yigwer +]- g Disk drives
g Shared Folders + % Display adapters
El E Local Users and Groups + s DVDCD-ROM drives

&4 Performance Logs and Alert: + &8 Human Interface Devices
3 _.E_'F Device Manager s (= IDE ATAIATAPT controllers
'Lij-& Storage by Zzz» Keyboards
# Removable Storage + 7y Mice and ather painting devices
Disk. Defragmenter +- 8 Monitars
Disk Managerment J—--@ Mebwork adapters
=l @ Services and Applications = r;," Ports {COM & LPT)

n_lgf Communications Pork (COM1Y

{y InteliR) Active Managerment Technology - SOL {COM3)
+ ﬂ Processars
+- @), Sound, video and game contrallers
- “ge Storage volumes

+1- ¢ System devices
+ Universal Serial Bus controllers

4. If your computer system is Windows 7 or Windows 8, please operate according to the below steps; If
Windows XP or other systems, please skip this step, operate as “ step 5” directly

a.move the mouse to the PC software symbol (please do not open), choose “properties” by the right mouse,
then popup the below window:

A Agasound DP-G2000 Karacke Editor V3.0M Et& )

| General | Shortcut | Compatibiity|

| m d DP-C2000 Karacke Editor V2 0OM FHewColor

Target type: Application

Target lnratinn dzasond TP=GROMN Karanke Editar

Target: | hgssound DP-G2000 Karsoke Editer V3.ON |
Start ir: [ _|
Shorteut key: iNUne i
]

. |

Frur: | Marmal window S

Carnrment: i

Find Targat... ] [ Change lcon... ] [ Mdvanced...

[ Ok, : ]“[ Cancel
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b.below window will show by click “compatibility” , tick “Run this program as an administrator” which below
“Privilege level” , click “apply” ,then “confirm”

A Agasound DP-G2000 Karacke Editor V3.0M Bt (25

| General Sharteut | Compatibility |
If pou have problems with this program and it worked correctly an

an earlier version of Windows, select the compatibility mode that
matches that earlier version,

Compatibility made

Fur this program in compahibility mode for:
| Wfindaws 95 |

Dizplay settings
[1Runin 256 colors
[ Run in 640 % 480 screen resolution

[] Dizable visual themes

|nput settings

Turn off adwanced text services for this progran

Learn more about program compatibility.

(i) ][ Cahcel H Apply

5. Open PC software, the system will search USB COM automatically, the online key on the top right corner of
PC software will turn green, and show “online”, it means the software and the device online successfully, you
can operate the pre amplifier by the software now, click “ online” first when you exit, then close the software
window:
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RS232 to USB cord online steps

Device

Rs232 TO USB Converter

R523Z: PIN1-RX
R523Z: PINZ-TX

B ===

(R=232 To USB connect method)

1.Click the PC software on the attached CD, press “ next step” according to the default information, press “ finish”
to exit till the software set up successfully, then close the software window after the below window shows:
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2.clickto setup the RS232 to USB driver(the driver is on the attached CD when purchase the cord, please
choose the driver which is suitable and compatible with the computer system, such as Windows 7 system
should install the driver suitable for Windows 7, Windows XP system should install the driver suitable for

Windows XP), the below window may be show during set up process:

3. connect the computer and the pre amplifier with a RS232 to USB cord after the driver set up successfully,
turn on the pre amplifier, the computer will find the new hardware automatically, the hardware have already
setup and can be used now, you can find the current USB COM number as the below steps:

a.move the mouse to “ computer” or” my computer” on the desktop, click “ management” by the right mouse,

show the below window:

2 Com puter Management

B 2
Computer Management (Local)
System Tools
[&7] Ewent Viewer
-2 Shared Folders

g Local Users and Groups
|- &% Performance Logs and Alert:
Device Manager
= ’ﬁ Skorage
+- 4 Removable Storage
2 Disk Defragmenter
Disk Management
e }:ﬁ Services and Applications

=

i
+
+
+

,:'-i; File Action Wiew ‘Window Help
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ﬁg System Tools

@ Starage

@Services and Applications
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b.After click “ device manager”, continue to click “port (COM and LPT) ” then popup the below window,
show the current USB COM number and then close the window:

(= Computer Management E“EJEI

Q File  Action Yiew ‘Window Help ;LE_LJ
e« BmEe 2m A

g Computer Management (Local) E
(=] ﬁe System Tools
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% Display adapters

5]

F [ [F

® Local Users and Groups s DVDCD-ROM drives
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'Lij-& Storage by Zzz» Keyboards
# Removable Storage + 7y Mice and ather painting devices
Disk. Defragmenter +- 8 Monitars
Disk Managerment J—--@ Mebwork adapters
=l @ Services and Applications = r;," Ports {COM & LPT)

Communications Pork (COM1Y
{y InteliR) Active Managerment Technology - SOL {COM3)
+ ﬂ Processars
+- @), Sound, video and game contrallers
- “ge Storage volumes

+1- ¢ System devices
+ Universal Serial Bus controllers

4. If your computer system is Windows 7 or Windows 8, please operate according to the below steps; If Windows
XP or other systems, please skip this step, operate as “ step 5” directly

a.move the mouse to the PC software symbol (please do not open), choose “properties” by the right mouse,
then popup the below window:
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2.Below window will show by click “compatibility”, tick “Run this program as an administrator” which below
“Privilege level” , click “ apply” ,then “confirm”

A Agasound DP-G2000 Karaoke Editor V3.0M Bt  [BES

General | Shorteut | Compatibility |
If yow have problems with this program and it worked correctly on

an earlier wersion of \Windows, select the compatibility mode that
matches that earlier version.

Compatibility mode
Fiun thiz program in compatibility mode far:
| "indows 95 b

Dizplay zettings:
[T Runin 256 colors
[JFunin 640 = 480 screen resolution

[ Dizable visual themes

|nput zethngs

Turn off advanced text services for thiz program

Leam more about program compatibility.

I QK H Cancel ]I Apply ]

5. Open PC software, the system will search USB COM automatically, the online key on the top right corner of
PC software will turn green, and show “online”, it means the software and the device online successfully, you
can operate the pre amplifier by the software now, click “ online” first when you exit, then close the software
window:
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PC software window
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(1) Menu

Upload and download the data,save and recall the preset files,set up steps
instruction, panel lock,working status choose, recommend effect parameter
choose ,Chinese and English operation window.

(@ Link key

One key type link, green means connect, blue means disconnect

@ Parameter adjust
Set the needed channel parameter
@ Preset operation

Save and recall the single preset,save and recall presets at this time are in
the device.

(5 Mute key

Control mute or not mute of all Music and Mic
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PC software operation instruction

1.volume control

, d
@ Select Music: Mie Effect LR Center TWoofer Aug
Auto e = = == _7!7_ _7!7_ 7!7_
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® - S I H H I
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File
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Working Status : U01

1.show the current music, mic, effect PEQ curve status

2_theinput source selection and level display

3.adjust the volume of music, Mic, effect,L/R output, center output, sub woofer and AUX output.

4.music, Mic and effect volume with separate limiter adjust function, output with mute function

2.music process

=)
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1.PEQ curve adjust area, adjust the frequency and gain parameter by dragging the frequency
(small round),drag the small square can change low cut frequency. Click" show all the EQ
parameter” ,show all the PEQ frequency, gain, bandwidth parameter; click"EQ rechange™,
all the PEQ parameter can resume to the factory default value.

2_PEQ parameter display area,you can input the data mannually to change corresponding frequency,
Q value, gain ,filter style(low shelf/high shelf/low cut/high cut)and bypass key.

3.PEQ adjust push rod, change the current chosen PEQ parameter

4 .adjust music low cut frequency,low cut filter style can choose Butterworth-6dB---24dB/Bessel-6dB
---24dB/Link-12dB---24dB and bypass key

5.change DVD and BGM input volume.
6.music input sound source switch to AUTO and manual mode(DVD TV AUX BGM).

7.click "SETUP" popup music BBE window, included low and high frequency BBE frequency,
adjustable BBE, open and close BBE,automatic state selection. After enter automatic state selection,
when open MIC, music BBE function will close automatically, also there®s professional speaker and
card charter parameter for your reference

8.open and close music input noise gate function by ticking.

9.click “+-” to change music volume limiter parameter.

10. control music volume

3.Mic process
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1.

2.

3.
4.

5.
6.

7.
8.
9.

4 _Effe

1.

2.

3.

PEQ curve adjust area, adjust the frequency and gain parameter by dragging the frequency
(small round),drag the small square can change low cut frequency. Click" show all the EQ
parameter” ,show all the PEQ frequency, gain, bandwidth parameter; click”"EQ rechange™,
all the PEQ parameter can resume to the factory default value.

PEQ parameter display area,you can input the data mannually to change corresponding frequency,
Q value, gain ,filter style(low shelf/high shelf/low cut/high cut)and bypass key.

PEQ adjust push rod, change the current chosen PEQ parameter

adjust music low cut frequency,low cut filter style can choose Butterworth-6dB---24dB/Bessel-6dB
---24dB/Link-12dB---24dB and bypass key

6 class feedback kill to choose, feedback kill function have not run by choosing "close".

click "SETUP™ popup music BBE window,included low and high frequency BBE frequency,
adjustable BBE, open and close BBE,automatic state selection. After enter automatic state selection,
when open MIC, music BBE function will close automatically, also there*s professional speaker and
card charter parameter for your reference

open and close mic input noise gate function
click “+-” to change Mic volume limiter parameter.

control Mic volume, phase can be chosen 0 and 180

ct process
[EERE=
Freguency Type Bypass cho epeat cho
@ W[ wam [ oA [ 0B [Lwom | By ’I’ :’I’: =il T
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.5, [ 9®EKHz [ o7 [ aE [Highdu  ~] | Bypss e ol - Sl = W |
@ § HiE E 3 HIE E il ||
+0.0dB -
PEQ curve adjust area, adjust the frequency and gain parameter by dragging the frequency

(small round),drag the small square can change low cut frequency. Click" show all the EQ
parameter” ,show all the PEQ frequency, gain, bandwidth parameter; click”"EQ rechange™,
all the PEQ parameter can resume to the factory default value.

PEQ parameter display area,you can input the data mannually to change corresponding frequency,
Q value, gain ,filter style(low shelf/high shelf/low cut/high cut)and bypass key.

PEQ adjust push rod, change the current chosen PEQ parameter
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4.

5.
6.

7.

Echo has mono and stereo mode, mono status:delay and repeat parameter can adjust;stereo

status:L/R delay and repeat can adjust separately, echo phase can be adjust

Reverb volume, high cut, low cut, exciter, delay, time, phase can adjust single.
adjust thickness parameter to achieve the better effect.

click “+-” to change effect volume limiter parameter.

5.Main output L/R process

1.

o g~ W

7

#1 Agasound DP-G2000 Karacke Editor V3.0M [ESET =
File Connect Lock Working Status Template §&09 Help About

Gain Music Mic Effect

Y e Q i G Bypass PEQ Darssistsr BB NRDEA MEsEem e

W mm [ m [ s =3 ] [ By Freq Q | = | == | 0= | ==

@ 2 mme [ m [ B [Fealc =] | Bypss JE) (U | N | O (= =y | == =y | = [ ’I’
B[ w1 [ B [Peaks ~| | Bywess (R e = B =

4 [ wem [ 1 | o0& [k -] | B o || | = | = | = | N O

wrm e ||| (LG R

6. [ 23KHz [ 1D [ 0B [Peak x| | Bymss ;lg ;!; ; ; f!i f!i o I s00n

[0 O N S [P | Bymss | | Bl || s | | S

8 [ Gemm [ 1M [ B [peck =] By st || 1o || soom 0o o |l s || g

| Number

® @ ® 0

PEQ curve adjust area, adjust the frequency and gain parameter by dragging the frequency
(small round),drag the small square can change low cut frequency. Click" show all the EQ
parameter” ,show all the PEQ frequency, gain, bandwidth parameter; click”"EQ rechange™,
all the PEQ parameter can resume to the factory default value.

.PEQ parameter display area,you can input the data manually to change corresponding frequency,

Q value, gain ,filter style(low shelf/high shelf/low cut/high cut)and bypass key.

.PEQ adjust push rod, change the current chosen PEQ parameter
.main output left channel single delay can adjust.

.main output right channel single delay can adjust.

.adjust compressor threshold and level display.when the light turn yellow, it means the compressor

started.click "setup" to enter compressor parameter setting window, threshold, start released time,
ratio adjustable and compressor curve display

.control main output L/R volume, phase choose 0 and 180, and mute function
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6.center output process
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1.PEQ curve adjust area, adjust the frequency and gain parameter by dragging the frequency
(small round),drag the small square can change low cut frequency. Click" show all the EQ
parameter” ,show all the PEQ frequency, gain, bandwidth parameter; click”"EQ rechange™,
all the PEQ parameter can resume to the factory default value.

2_PEQ parameter display area,you can input the data manually to change corresponding frequency,
Q value, gain ,filter style(low shelf/high shelf/low cut/high cut)and bypass key.

3.PEQ adjust push rod, change the current chosen PEQ parameter
4 .center output delay can adjust separate.
5.center output Music/Mic ratio can adjust separate.

6.adjust compressor threshold and level display.when the light turn yellow, it means the compressor
started.click "setup" to enter compressor parameter setting window, threshold, start released time,
ratio adjustable and compressor curve display

7.control center output volume, phase choose 0 and 180, and mute function
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7.sub woofer output process

Mic Effect LR Center  Woofer Aux Working Status : U01

@ ®6 0 9w

1.PEQ curve adjust area, adjust the frequency and gain parameter by dragging the frequency
(small round),drag the small square can change low cut frequency. Click" show all the EQ
parameter” ,show all the PEQ frequency, gain, bandwidth parameter; click”"EQ rechange™,
all the PEQ parameter can resume to the factory default value.

2_PEQ parameter display area,you can input the data manually to change corresponding frequency,
Q value, gain ,filter style(low shelf/high shelf/low cut/high cut)and bypass key.

3.PEQ adjust push rod, change the current chosen PEQ parameter

4 .adjust sub woofer low cut frequency,the scale is 20Hz-500Hz,low cut filter style have Butterworth
-6dB---24dB/Bessel-6dB---24dB/link-12dB---24dB, and bypass function key

5._adjust sub woofer high cut frequency,the scale is 20Hz-500Hz, high cut filter style have
Butterworth-6dB---24dB/Bessel-6dB---24dB/link-12dB---24dB.

6.sub woofer delay can adjust separate.
7.sub woofer output Music/Mic ratio can adjust, default is Music status, effect can choose on or off

8.AGC( auto gain control) function.sub woofer output volume will slow down when there is Mic
input, attenuation can adjust continuous, the value is 0dB- -30dB.

9._adjust compressor threshold and level display.when the light turn yellow, it means the compressor
started.click "setup" to enter compressor parameter setting window, threshold, start released time,
ratio adjustable and compressor curve display

10.control sub woofer output volume, phase choose 0 and 180, and mute function
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8.AUX output process
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1.PEQ curve adjust area, adjust the frequency and gain parameter by dragging the frequency
(small round),drag the small square can change low cut frequency. Click" show all the EQ
parameter” ,show all the PEQ frequency, gain, bandwidth parameter; click"EQ rechange™,
all the PEQ parameter can resume to the factory default value.

2_PEQ parameter display area,you can input the data manually to change corresponding frequency,
Q value, gain ,filter style(low shelf/high shelf/low cut/high cut)and bypass key.

3.PEQ adjust push rod, change the current chosen PEQ parameter
4.AUX output left channel single delay can adjust.

5.AUX output right channel single delay can adjust.

6.AUX output Music/Mic ratio can adjust, effect can choose on or off

7.adjust compressor threshold and level display.when the light turn yellow, it means the compressor
started.click "setup" to enter compressor parameter setting window, threshold, start released time,
ratio adjustable and compressor curve display

8.control AUX output volume, phase choose 0 and 180, and mute function
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Specification

System Specification

Frequency Response

20Hz-20kHz,+/-0.5dB

S/N Ratio

>115dBu

Distortion(THD)

<0.01% at 1 kHz(-10dBv)

Cross-talk <100dB below full scale
Type Unbalanced JACK XLR
MAX Gain +45dB

MIC Input Section
MAX Input Level +12dBu
Impedance 600Q
Type Balanced XLR

Music Input Section

Max. Input Level

+20dBu

Impedance 1MQ/Stereo;500kQ/Mono
Type Balanced XLR

Output Section Max. Output Level(bypass) +12dBu
Impedance <500Q

Digital Processing

24-bit sigma-delta converters

48kHz Sampling Rates

Display

2*16LCD Display for Parameters setting and function select

Power Supply

AC90-250V 50/60Hz

Dimension(L*W*H)

48.2%22.5*4.38CM

Weight

2.85kg

Accessories

(1) one CD(Include PC software and owner®s manual)

(2) One remote controller

(3 One USB cord
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Karaoke Extend Remote Control Protocol V1.4

1.Control Packege Format

0 1 2 3 4 5 6 7
DLE STX Device CMD Daal Data? STX DLE
Address
Packet 0x7B 0x7D 1~254 | 0x31~0x34 0x?? 0x?? | Ox7D | Ox7B
2.Command Detall
1) GanContral (0x31)
0 1 2 3 4 5 6 7
DLE | STX | Device | CMD Channd +/- STX DLE
Address
Packet Ox7B |Ox7D| 1-~254 0x31 | MIC:0Musicl 0, - Ox7D | Ox7B
Effect: 2 1
Example (advance MIC gan) :7B7D013100007D7B
2) MuteCortrol (0x32)
0 1 2 3 4 5 6 7
DLE STX Device CMD No/Yes 0x00 STX | DLE
Address
Packet 0x7B 0x7D 1~-254 0x32 |No:0Yes 1 0x00 0x7D| Ox7B
Example (Mute) :7B7D013201007D7B
3) Load Preset Control (0x33)
0 1 2 3 4 5 6 7
DLE STX Device CMD | Factory/User| Presd STX DLE
Address
Packet 0x7B 0x7D 1~254 0x33 FOoU: 1 0~31 Ox7D | Ox7B

Example (recall user’spreset UOL) :7B7D013301007D7B
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4) InSelect Control (0x34)

0 1 2 3 4 5 6 7
DLE STX Device CMD Input 0x00 | STX DLE
Address
Packet 0x7B 0x7D 1~254 0x34 JAuto:0DVD:1| Ox00 | Ox7D | Ox7B
TV:2AUX:3
BGM:4
Example (input signal sourcechoose DVD ) :7B7D013401007D7B
5) Volume Control (0x35)
o | 1 2 3 4 5 6 7
DLE | STX | Device | CMD Channel \wlume | STX DLE
Address
Packet Ox7B [Ox7D | 1~254 0x35 | MIC: OMusc1| Wlume | Ox7D | 0x7B
Effect: 2
MIC & Music: -60dB (0) ~ -30dB (30): 1dB/Step
-29.5dB (31) ~ +12dB (114): 0.5dB/Step
Effect: 0~100, 1/Step
Example (set music volume-20) :7B7D013501327D7B
6) Ge Now Gain (0x38)
o | 1 2 3 4 5 6 7
DLE | STX | Device | CMD Channel 0x00 STX DLE
Address
Packet Ox7B [Ox7D | 1~254 0x38 MIC: 0 0 Ox7D | Ox7B
Music 1
Effect: 2

MCU Return: 0x00~0x90 = -60dB ~ +12dB, 0.5dB/Sep
Example (read MIC volume parameter ): 7B7D013800007D7B
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7) Ge Mute (0x39)

0 1 2 3 4 5 6 7
DLE | STX | Device | CMD 0x30 0x00 STX | DLE
Address
Packet 0x7B 0x7D 1~254 0x39 0 0 Ox7D | Ox7B
MCU Return: 0x00 or 0x01 = Un-Mute or Mute
Example ( read mute parameter ) : 7B7D013900007D7B
8) Get Now Preset (0x3A)
0 1 2 3 4 5 6 7
DLE | STX | Device | CMD 0x30 0x00 | sTX | DLE
Address
Packet | O0x7B | Ox7D | 1~254 | Ox3A 0 0 0x7D | Ox7B

MCU Reurn: 0x00 ~0x32 = 0: Normd, 1: T heater, 2: Expert, 3: Disco, 4~9:Use 1~User6
Exanple (read preset parameter) : 7B7D013A00007D7B

9) Ge InSdect (0x3B)

0 1 2 3 4 5 6 7
DLE STX Device CMD 0x30 0x00 STX DLE
Address
Packet 0x7B 0x7D 1~-254 0x3B 0 0 Ox7D | Ox7B

MCU Return: 0x00 ~0x4 = 0: Auto, 1: DVD, 2: TV, 3: AUX, 4. BGM

Example (read input audio source channel paameter) :7B7D013B00007D7B

communi cae parameter

Bitsper second | 9600 | Stop bits 1
Daabits 8 Step >=20mS
Parity None | ID Default 1
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safety.
A

Intended to alert the user to the presence Intended to alert the user of the presence
of uninsulated “dangerous voltage” within of important operating and maintenance
the product's enclosure that may be of (servicing) instructions in the literature

sufficient magnitude to constitute a risk of accompanying the product.

electric shock to persons.
CAUTION: Risk of electrical shock — DO NOT OPEN!
CAUTION: To reduce the risk of electric shock, do not remove cover. No user serviceable parts
inside. Refer servicing to qualified service personnel.

WARNING: To prevent electrical shock or fire hazard, this apparatus should not be exposed to rain
or moisture, and objects filled with liquids, such as vases, should not be placed on this apparatus.
Before using this apparatus, read the operating guide for further warnings.

IMPORTANT SAFETY INSTRUCTIONS

WARNING: When using electrical products, basic cautions should always be followed, including the
following:

1.

oo b WN

Read these instructions.

. Keep these instructions.

. Heed all warnings.

. Follow all instructions.

. Do not use this apparatus near water.

. Clean only with a dry cloth.

. Do not block any of the ventilation openings. Install in accordance with manufacturer’s instructions.
. Do notinstall near any heat sources such as radiators, heatregisters, stoves or other apparatus

(including amplifiers) that produce heat.

9.

Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized plug has two

blades with one wider than the other. A grounding type plug has two blades and a third grounding plug.
The wide blade or third prong is provided for your safety. If the provided plug does not fit into your

10.
11.

12.

13.
14,

outlet, consult an electrician for replacement of the obsolete outlet.

Protect the power cord from being walked on or pinched, particularly at plugs, convenience
receptacles, and the point they exit from the apparatus.

Only use attachments/accessories provided by the manufacturer.

Use only with a cart, stand, tripod, bracket, or table specified by the m nufacturer, or sold with the
apparatus. Whena cart is used, use caution when moving the cart/apparatus combination to avoid
injury from tip-over.

Unplug this apparatus during lightning storms or when unused for long periods of time.

Refer all servicing to qualified service personnel. Servicing is required when the apparatus has been
damaged in any way, such as power-supply cord or plug is damaged, liquid has been spilled or objects
have fallen into the apparatus, the apparatus has been exposed to rain or moisture, does not operate
normally, or has been dropped.
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15. Never break off the ground pin. Write for our free booklet “Shock Hazard and Grounding.” Connect
only to a powersupply of the type marked on the unit adjacent to the power supply cord.

16. If this productis to be mounted in an equipment rack, rear support should be provided.

17. Exposure to extremely high noise levels may cause a permanent hearing loss. Individuals vary

Considerably insusceptibility to noise-induced hearing loss, but nearly everyone will lose some hearing if
exposed to sufficientlyintense noise for a sufficienttime. The U.S. Government’s Occupational and Health
Administration (OSHA) hasspecified the following permissible noise level exposures:

Duration Per Day In Hours Sound Level dBA, Slow Response

8 90

6 92

4 95

3 97

2 100

1% 102

1 105

A 110

1/4 or less 115

According to OSHA, any exposure in excess of the above permissible limits could resultin some hearing
loss. Ear plugs or protectors to the ear canals or over the ears must be worn when operating this
amplification system in order to prevent a permanent hearing loss, if exposure is in excess of the limits as
set forth above. To ensure against potentially dangerous exposure to high sound pressure levels, it is
recommended that all persons exposed to equipment capable of producing high sound pressure levels
such as this amplification system be protected by hearing protectors while this unitis in operation.

SAVE THESE INSTRUCTIONS!




